SECOND - HAND
Machinery MACHINERY

Euro T.S.C H47 Bandsaw
PRODUCT INFORMATION
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——— ¢ Wheel diameter: 200mm
e Motor: 1PH
e Maximum cutting height:
47cm
e Width from blade: 42cm
e Blade size: 4170mm
e Weight: 185 kg

Bala DPME - 21X41 Vertical Panel Saw

PRODUCT INFORMATION

Motor power: 3PH, 4HP

Spindle speed: 3000RPM

Main blade speed: 5800RPM

Cutting thickness: 0-42mm

Cutting height: 2220mm

Cutting length: 4100mm

Main blade size: 250 x 80 x 30

Machine dimensions: 5000mm x

2900mm x 1150mm

e Machine net weight: 685kg

e Metal bottom support rollers

e Automatic/pneumatic movable
support bars

e 80 PSI Pneumatic Pressure

T Yy -
¢
i

|
L TR



Jet SR-2024 Slip Roll

PRODUCT INFORMATION

+ Max sheet capacity
o Stainless steel: 0.55mm
o Steel 5t 37, C15: 0.6mm
Mild-steel, copper, brass: 0.9mm
o Mild-copper, aluminium aloy: 1.25mm
o Mild-aluminium, zinc: 1.6mm
o Polycarbonate PC: 1.9mm
o ABS:3mm
Max. forming length: 610mm
MNumber and diameter of rolls: 3 x @50mm
Min. forming radius: 25mm
Wire grooves: @4.7/6.3/8mm
Dimensions: 340mm x 430mm x 430mm
Weight: 78kg
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INCLUDES STAND

Jet SR-1650N Slip Roll

PRODUCT INFORMATION

* Max. sheet capacity

Stainless steel: 0.9mm

Steel 5t 37, C15: 1.0mm

Mild-steel, copper, brass: 1.6mm
Mild-copper, aluminium aloy: 1.8Bmm
Mild-aluminium, zinc: 2.5mm
Polycarbonate PC: 3mm

ABS5: 5mm

Max. forming length: 1270mm

Number and diameter of rolls: 3 x @75mm
Min. forming radius: 50mm

Wire grooves: @6.3/8/9.5mm
Dimensions: 1730mm x 560mm x 610mm

Weight: 232kg

c a 0 0 0 0 0




Jet SBR-40N Combination Shear, Brake & Roll

PRODUCT INFORMATION

= Max. sheet capacity

Stainless steel: 0.55mm

Steel 5t. 37, C15: 0.emm

Mild-steel, copper, brass: 0.9mm
Mild-copper, aluminium aloy: 1.25mm
Mild-aluminium, Zinc: 1.6mm
Plycarbonate PC: 1.9mm

ABS: 3mm

+* Max. shear-, bend-, roll-length: 1015mm

+ Size of slip roll: 241mm

* Width of upper dies: 25, 38, 50, 63, 100, 175, 250,
380mm

Upper die height: 95mm

Min forming radius: 25mm

Wire grooves: @3.2/4.7/6.3mm
Dimensions: 1470mm x 550mm x 840mm
Weight: 260kg
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INCLUDES STAND
LGF ZETA Double Head Cutting Off Machine

PRODUCT INFORMATION

Motors: ZHP, 3PH 2800RPM

T.C.T saw blades: 400mm

Blade shaft diameter: 30mm
Head rotation: 45° - 90" -45°
Heads tilting: 45" - 90°

Minimum working pressure: 7 bar
Cutting length: 3500mm
Dimensions: 4200mm x 1250mm x 1500mm
Weight: 500kg

Standard Equipment

Air Gun

Vertical pneumatic clamps
Automatic Lubrication
Horizontal pneumatic clamps
2 x T.C.T 5aw blades: 400mm
Centre Support
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MWE-Radial Arm Saw

PRODUCT INFORMATION

Blade diameter: 350mm

Motor speed: 2800RPM

Maximum cut width: 20x550mm

Width of cut h max:100x480mm

Blade bore diameter: 30mm

Table dimensions: 975 x 1580mm

Max. cut width at 45° (R)(20mm

materials): 100 x 330mm

e Max. cut width at 45° (L)(20mm
materials): 100 x 140mm

e Overall dimensions:

1400x850x530mm

Eccon Panel Saw
PRODUCT INFORMATION

¢ Sliding Table Dimensions: 1600mm x
360mm

¢ Sliding Table Capacity: 1600mm

e Width of Cut Between Saw Blade & Rip
Fence: 1250mm

e Saw Blade Diameter: @ 300mm

e Height of Cut @ 300mm: 80mm

e Height of Cut with Saw Blade 300mm at
45°: 55mm

e Diameter of Rip Fence Shaft: @ 50mm

e Speed of Main Saw Spindle:
4000/6000RPM




Uppermatic Lathe TM-210

PRODUCT INFORMATION

e Gear motor powered variable speed
carriage with hydraulic copying unit

e Max between centers: 1300mm

e Motor: 5HP

e 750-1,000-1,500-2,000 - 3,000
- 4,000 RPM spindle speeds

e 3/4 HP hydraulic pump

e Max. part dia. with copying unit: 10-
5/8”

e Max. part diameter for manual
turning: 16-1/2”

Brico KGS185 Vertical Panel Saw

PRODUCT INFORMATION

e Cutting length: 3200mm

e Cutting height: 1850mm

e Cutting depth: 45mm

e Motor: 3HP

e Sawblade speed: 3100 PRM

e Gross weight of frame with
crate: 220kg

e Gross weight of arbor with
crate: 100kg




Laguna IQ Pro CNC

PRODUCT INFORMATION

e 900mm x 600mm process area

e T-Slot table top

e Weight: 193 kg

¢ Footprint: 1525 x 940 mm

e Motor: 2 HP 20 Amp Single Phase

¢ Runs standard G-codes from any
CAM software package

e Spindle: 5,000-24,000RPM

e Ball screw on all axis

e Spindle: 1 or 3 Phase Industrial
Induction Spindle, liquid cooled

e Gantry clearance: 150mm
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CONTACT US FOR MORE
INFORMATION ON OUR RANGE
OF SECOND - HAND MACHINERY

Phone - (07) 3375 5100

Email - info@gregmach.com

Website - www.gregmach.com

Showroom - 807 Boundary Road, Richlands QLD 4077



